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SUMMARY 
 
Five high strength and four stainless steels have been studied, identifying their microstructural 
feature, determining their mechanical property, examining their fatigue behavior in different 
environments, and investigating their stress corrosion cracking. The results of this study indicate 
that the high strength steels need better corrosion resistance and the stainless steels need greater 
mechanical property for their optimum usage in the current and future aircraft. 
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INTRODUCTION 
 
For structural components, 4340, 300M, AerMet 100, and Hy-Tuf steels have been widely used. 
4340 steel, developed in 1940’s, is a low alloy steel with good hardenability. In 1950’s, this steel 
was modified to 300M steel, having somewhat higher strength but low fracture toughness KIC, 57 
MPa√m (52 ksi√in.). Subsequently, AF1410 steel was developed to have a higher KIC, 181 
MPa√m (165 ksi√in.). However, its ultimate tensile strength (UTS) is only 1,669 MPa (242 ksi), 
not suitable for highly stressed structural component. In the early 1990’s, a new Co-Ni alloy 
steel, AerMet 100 steel, was developed. It has an outstanding combination of high UTS, 1,979 
MPa (294 ksi), and high KIC, exceeding 110 MPa√m (100 ksi√in.). Therefore, AerMet 100 steel 
has been used more and more for aircraft and other structural components. However, its 
corrosion resistance is low and susceptible to stress corrosion cracking (SCC). Therefore, a new 
generation steel with better SCC resistance, Ferrium S53, has been emerged in 2002. This 
provides high UTS 1,986 MPa (288 ksi) and KISCC 38 MPa√m (35 ksi) √in., but low yield 
strength (YS) 1,572 MPa (228 ksi). Hy-Tuf is a low alloy high strength steel, which was 
developed to exceed a strength of 1,379 MPa (200 ksi). This steel has a relatively high impact 
strength and low notch sensitivity with good ductility. 
 
High strength steels with high corrosion resistance have been under development more or less 
continuously since 1960’s. The metallurgical base for such steels has been a martensitic matrix 
of low C concentration. The intrinsic brittleness has been mitigated by tempering with proper 
combinations of temperature and time. In these steels, 12 – 14% Cr is incorporated to have high 
corrosion resistance. In combination with the large concentrations of many different alloying 
elements present, the small C concentration provides good hardenability. Among those stainless 
steels, PH 13-8Mo, Custom 465 and MLX17 are considered for the current and future structural 
component usage. PH 13-8Mo is a precipitation-hardenable martensitic stainless steel combining 
excellent corrosion resistance with strength. Custom 465 is a martensitic, age-hardenable 
stainless steel capable of about 1,724 MPa (250 ksi) UTS when peak-aged (H900 condition). 
Especially, this steel can be readily cold-formed by drawing or rolling. Single step aging of cold-
worked steel results in enhanced strengthening. MLX17 is a stainless steel recently developed in 
France. It has good mechanical properties and high SCC resistance. 
 
On the other hand, the high nitrogen stainless steel (HNSS) is an austenitic stainless steel, which 
offers an excellent corrosion resistance and a high work-hardenability. Alloying with N in solid 
solution confers particularly interesting properties on these steels: it stabilizes the face centered 
cubic lattice and enhances the resistance to pitting corrosion, intergranular corrosion and SCC. In 
addition, the N alloying enhances YS and UTS, and improves creep and fatigue resistance, as 
well as maintaining the high toughness. These effects, together with the grain refinement and 
high work-hardenability, play an essential role in the strengthening process of austenitic stainless 
steels. Because of these favorable effects, the HNSS can be a potential material for future 
structural component application. 
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Because of the favorable strength, toughness and corrosion resistance, several high strength 
steels and stainless steels have been used for the fracture and corrosion critical components of 
carrier-based aircraft. However, some of their properties are not sufficient and remain to be 
improved. For example, many steel components must have protective coating to prevent 
corrosion-related damage and premature failure, raising the initial investment and the subsequent 
life-cycle costs. In order to understand the metallurgical, mechanical, and corrosion 
characteristics of current and newly emerged steels, to clarify their capability and limitation, and 
to explore the possibilities of their property improvement, the Airframe Alloy Team of 
Aerospace Materials Division, Patuxent River has been studying several steels (references 1-20). 
Some key results of those studies are compiled into this report. 
 

EXPERIMENTAL PROCEDURE 
 

MATERIAL AND HEAT TREATMENT 
 
As the specimen materials, slabs or round rods of high strength steels (4340, 300M, AerMet 100, 
Hy-Tuf and Ferrium S53) and stainless steels (HNSS, 13-8Mo, Custom 465 and MLX17) were 
selected. Their nominal chemical compositions are shown in tables B-1 and B-2. These materials 
were subjected to the following heat treatments, respectively. 
 

- 4340: solution treating at 843oC (1,550oF) for 1 hr, oil-quenching to about 66oC 
(150oF), tempering at 232oC (450oF) for 3 hr, and air-cooling 

 
- 300M: solution treating at 871oC (1,600oF) for 5 hr in vacuum, oil-quenching to below 

71oC (160oF), and double tempering at 301oC (575oF) for 2 hr each in vacuum 
 
- AerMet 100: preheating at 593oC (1,100oF) for 1.25 hr in vacuum, solution treating at 

885oC (1,625oF) for 1.25 hr in vacuum, cooling in nitrogen atmosphere, freezing in dry-
ice and alcohol (-73oC or –99oF) for 2 hr, and aging at 482oC (900oF) for 5 hr in air 

 
- Hy-Tuf: normalizing at 927oC (1,700oF) for 1 hr, air-cooling, solution treating at 871oC 

(1,600oF) for 1 hr, oil-quenching, tempering at 260oC (500oF) for 4 hr, and air-cooling  
 
- Ferrium S53: solution treating at 1,050oC (1,922oF) for 70 min, quenching in gas or 

liquid media such that parts are cooled to 66oC (150oF) within 10 min, freezing in 
liquid nitrogen within 1 hr of solution treatment for 1 hr followed by air-warming to 
room temperature, tempering at 482oC (900oF) for 8 hr, quenching or air-cooling to 
room temperature, freezing in liquid nitrogen within 1 hr of quenching for 1 hr 
followed by air-warming to room temperature, tempering at 482oC (900oF) for 8 hr, and 
air-cooling 

 
- HNSS: solution treating at 1,150oC (2,102oF) for 30 min and water-quenching 
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- 13-8Mo: solution treating at 927oC (1,700oF) for 1.5 hr, water-quenching, aging at 
551oC (1,025oF) for 4 hr, and air-cooling 

 
- Custom 465: solution treating at 982oC (1,800oF) for 1 hr, liquid-quenching, freezing to 

-73oC (-100oF) for 8 hr, warming to room temperature, aging at 538oC (1,000oF) for 4 
hr, and air-cooling 

 
- MLX17: solution treating at 840oC (1,545oF) for 2 hr, quenching in oil or water, 

freezing to -73oC (-100oF) for 8 hr, warming to room temperature, aging at 538oC 
(1,000oF) for 8 hr, and air-cooling  

 
After the heat treatments, the microstructures of those steels were examined with an optical 
microscope. The microstructures are shown in figures A-1 and A-2.  
 
SPECIMEN 
 
The slabs and round rods were machined to the following specimens, employing an electrical 
discharge machine. 
 

- round tension test specimen of gage section diameter 6.4 mm (0.25 in.) in L orientation 
for tension test (ASTM E 8 – 99) 

 
- hourglass specimen of minimum diameter 6.4 mm (0.25 in.) in L orientation for stress-

life fatigue test (ASTM E 466 – 99) 
 

- compact tension specimens, 38.1 mm (1.5 in.) wide and 4.8 mm (3/16 in.) thick, in L-T 
crack plane orientation for fatigue crack growth (FCG) test (ASTM E 647 – 95a) 

 
- square bar specimens of 10 x 10 x 70 mm (0.4 x 0.4 x 2.8 in.) in L orientation with a 

Charpy notch at the mid-length for SCC test under four-point bending (ASTM F 1624-
95) 

 
TESTS 
 
Tension Test:  A closed-loop servo-hydraulic mechanical test machine, Interlaken, of 90 KN (20 
kip) capacity was utilized for the tension test. The test was conducted with the tension test 
specimen in air, following the ASTM E 8 – 01, Standard Test Methods for Tension Testing of 
Metallic Materials. The tensile loading rate was 0.076 mm/min (0.003 in/min).  
 
Stress-Life Fatigue Test:  This test was also carried out in the Interlaken of 90 KN (20 kip) 
capacity, employing the hourglass specimen, under stress control in tension-tension cycling at 
stress ratio 0.1 and frequency 10 Hz in air and aqueous 3.5% NaCl solution of pH 7.3. This test 
followed the ASTM E 466 – 96, Standard Practice for Conducting Force Controlled Constant 
Amplitude Axial Fatigue Tests of Metallic Materials. 
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Fatigue Crack Growth Test:  Two closed-loop servo-hydraulic mechanical test machines were 
used for the FCG test. One was a 500 KN (110 kip) vertical Material Testing System machine for 
the test in vacuum and air, and the other a 45 KN (10 kip) horizontal test machine for the test in 
liquid. The test was performed under stress control in tension-tension cycling of frequency 10 Hz 
with a sinusoidal waveform and stress ratios, 0.1 and 0.9, in vacuum of 4 x 10-8 torr, air and 
aqueous 3.5% NaCl solution of pH 7.3 at room temperature. The fatigue loading procedure was 
K-decreasing or load shedding with K-gradient parameter C = -0.08 mm-1 (-1 in.-1) in the near-
threshold FCG regime and K-increasing in the Paris and rapid unstable crack growth regimes. 
Using compliance technique, the fatigue crack length was continuously monitored with a 
laboratory computer system, interfaced with the test machine. This test followed the ASTM E 
647 – 00, Standard Test Method for Measurement of Fatigue Crack Growth Rates.  
 
Open Circuit Potential Measurement:  Open circuit potential (OCP) is an electrochemical 
parameter of corrosion resistance and measurable in a corrosion cell, consisting of a specimen 
electrode and a reference electrode (saturated calomel electrode [SCE]) in an electrolyte. In this 
study, the specimen electrode was a rectangular flat sheet of a high strength steel or a stainless 
steel, 38 x 7 x 1 mm. The specimen surface was coated with Stop-Off Lacquer, except an area of 
5 x 7 mm on one face. This area became the working electrode in the electrolyte, aqueous 3.5% 
NaCl solution of pH 7.3. The specimen and reference electrodes were connected to the ground 
terminals of an electrometer, and the electrode potential and its change with time were recorded 
in reference to the SCE. The electrode potential, stabilized after a prolonged exposure period 
(24 hr), was taken as the OCP. 
 
Stress Corrosion Cracking Test:  Since the cantilever bend or double cantilever beam SCC test 
takes a long time, an accelerated SCC test was conducted in a RSL 1000 SI-Multi-Mode Test 
System (reference 21). This System included a bending frame, a tensile loading frame, an 
electrolyte reservoir, a pump for electrolyte circulation, a saturated calomel electrode, a platinum 
counter-electrode, a PC and a printer. The precracked specimen was step-loaded until the load 
dropped in four-point bending under constant displacement control, while held at a given 
potential in aqueous 3.5% NaCl solution of pH 7.3. The load drop at the open circuit potential 
corresponds to the threshold stress intensity for stress corrosion crack growth, KISCC.  
 
Fractography:  After the fatigue and SCC tests, the fracture surface morphology was examined 
with a scanning electron microscope, JEOL JSM-6460LV, operated at an accelerating voltage of 
20 kV.  
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RESULTS AND DISCUSSION 
 
MECHANICAL PROPERTIES 
 
The determined mechanical properties of the high strength and stainless steels are shown in 
tables B-3 and B-4, respectively. 4340, 300M, and AerMet 100 have similar UTS, YS, and 
hardness. But AerMet 100 has greater fracture toughness KIC, 126 MPa√m (115 ksi√in.), and 
threshold stress intensity for stress corrosion cracking KISCC, 25 MPa√m (23 ksi√in.), compared 
to those for 4340 and 300M. Ferrium has high UTS, 1,986 MPa (288 ksi), and KISCC, 38 MPa√m 
(35 ksi√in.), but lower YS, 1,572 MPa (228 ksi). Among the high strength steels, Hy-Tuf has the 
lowest UTS, YS, and hardness, whereas its KIC and KISCC are comparatively high. Custom 465 
has greater UTS and YS than those for the other stainless steels, HNSS, 13-8Mo and MLX17. 
All of those stainless steels have quite high KISCC values, greater than 65 MPa√m (59 ksi√in.) 
and those for the high strength steels. The fracture toughness is greatest, KQ = 120 MPa√m (107 
ksi√in.), for 13-8Mo, and least, KQ = 54 MPa√m (49 ksi√in.), for HNSS.  
 
FATIGUE BEHAVIOR 
 
STRESS-LIFE FATIGUE OF HIGH STRENGTH AND STAINLESS STEELS 
 
Stress-life curves are shown for the high strength steels (4340, AerMet 100, Ferrium, and Hy-
Tuf) and stainless steels (HNSS, 13-8Mo, Custom 465 and MLX17) in figures A-3 and A-4, 
respectively. Among the high strength steels, 4340 and Ferrium appear to be slightly more 
resistant to fatigue fracture than AerMet 100 and Hy-Tuf in air, whereas all four steels have 
similar susceptibility to corrosion fatigue fracture in 3.5% NaCl solution. Among the stainless 
steels, 13-8Mo and MLX 17 are more resistant to fatigue fracture than Custom 465 and HNSS in 
air and than Custom 465 in 3.5% NaCl solution. 
 
FATIGUE CRACK GROWTH IN HIGH STRENGTH STEELS 
 
A schematic curve of FCG rate versus stress intensity range, da/dN versus ΔK, is sketched, 
indicating the three FCG regimes, in figure A-5. This report follows the Suresh’s designation of 
A for the near-threshold crack growth regime, B for the Paris regime, and C for the rapid 
unstable crack growth regime (reference 22). 
 
Figure A-6 shows the da/dN versus ΔK curves, indicating the stress ratio effect, for the three 
high strength steels: 4340, 300M, and AerMet 100. Raising stress ratio, R, from 0.1 to 0.9, shifts 
the da/dN versus ΔK curve to the left, increasing da/dN and reducing threshold stress intensity 
range for FCG, ΔKth. In 3.5% NaCl solution, the curve levels off or da/dN is independent of ΔK 
at R = 0.9 in the B regime.  
 
Figure A-7 shows the environmental effect on FCG in the three high strength steels: 4340, 
300M, and AerMet 100. (1) AerMet 100: At R = 0.1, in the A regime, the da/dN is greater in air 
than in 3.5% NaCl solution and vacuum. In the B regime, the da/dN is still greater in air, 
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intermediate in 3.5% NaCl solution, and least in vacuum. The lower da/dN in 3.5% NaCl 
solution than in air is attributable to crack closure induced by corrosion product. In the C regime, 
the da/dN is similar in air and 3.5% NaCl solution, but it is greater than in vacuum. At R = 0.9, 
in the A regime, the da/dN is greatest in 3.5% NaCl solution, intermediate in air and smallest in 
vacuum. This indicates the absence of corrosion-product-induced crack closure at R = 0.9 in 
3.5% NaCl solution. In the B regime, the da/dN curve levels off in 3.5% NaCl solution and 
crosses over the da/dN curve in air and the da/dN is lower in vacuum. In the C regime, the three 
da/dN versus ΔK curves tends to converge. (2) 300M: At R = 0.1, in the A regime, the da/dN is 
slightly greater in 3.5% NaCl solution than in air. However, it is similar in the B and C regimes 
in air and 3.5% NaCl solution. The da/dN is lowest in vacuum in the A and B regimes. The three 
da/dN versus ΔK curves tend to merge in the C regime. At R = 0.9, the da/dN is greatest in 3.5% 
NaCl solution, intermediate in air and least in vacuum in the A and B regimes. The da/dN versus 
ΔK curve in 3.5% NaCl solution levels off in the B regime, and the three curves in the three 
environments merge in the C regime. (3) 4340: The main features of da/dN variation with ΔK are 
similar to those for the 300M in the respective environments. 
 
Figure A-8 shows the material effect on FCG in the three environments. (1) Vacuum: At R = 0.1, 
in the A regime, da/dN is greatest for 300M, intermediate for AerMet 100, and least for 4340. In 
the B regime, da/dN is greatest for 300M and AerMet 100, and lowest for 4340. In the C regime, 
the three curves tend to merge. This indicates that 4340 is more resistant to FCG than AerMet 
100 and 300M at R = 0.1 in the absence of corrosive environment. At R = 0.9, in the A regime, 
the three da/dN versus ΔK curves overlap each other. In the B and C regimes, the da/dN is 
similar for 300M and 4340, whereas that of AerMet 100 is least. (2) Air: At R = 0.1, in the A 
regime, da/dN is greatest for Ferrium, slightly less for 4340, intermediate for 300M and least for 
AerMet 100. However, in the B and C regimes, the four da/dN versus ΔK curves overlap each 
other, indicating similar da/dN. At R = 0.9, in the A regime, the three da/dN versus ΔK curves 
nearly overlap each other. In the B and C regimes, the da/dN versus ΔK curves of 300M and 
4340 nearly overlap each other, and da/dN is lowest for AerMet 100. (3) 3.5% NaCl solution: At 
R = 0.1, throughout the three regimes, da/dN is greater for Ferrium and 4340, intermediate for 
300M, and least for AerMet 100. This observation evidences that the resistance to corrosion FCG 
is greatest for AerMet 100, intermediate for 300M and least for Ferrium and 4340 at R = 0.1 in 
3.5% NaCl solution. At R = 0.9, the four da/dN versus ΔK curves level off, and the level is 
highest for 4340, intermediate for 300M, and lowest for Ferrium and AerMet 100.  
 
During corrosion fatigue test of Ferrium specimens in 3.5% NaCl solution, red rust was observed 
coming from the crack surface, as shown in figure A-9. This confirms that Ferrium is not 
stainless, as expected from its not-high Cr-concentration, 9.4%.  
 
VARIATION OF FATIGUE CRACK GROWTH/TIME, da/dt, WITH MAXIMUM STRESS 
INTENSITY, Kmax, IN HIGH STRENGTH STEELS 
 
For the fatigue test in 3.5% NaCl solution, the FCG per cycle, da/dN, is converted to the 
corresponding crack growth per unit time, da/dt, following the relationship da/dt = f(da/dN), 
where f is the loading frequency. The da/dt is plotted against the maximum stress intensity, Kmax. 
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Also, the SCC growth rate, da/dt, in 3.5% NaCl solution is plotted against the applied stress 
intensity, KI (references 17 and 23). The plots for the three high strength steels are shown in 
figure A-10. The upper portion of the da/dt versus Kmax curve is in the region of Kmax > KISCC, 
more at R = 0.9 than at R = 0.1. Furthermore, the da/dt versus Kmax curve for FCG at R = 0.9 and 
the da/dt versus KI curve for stress corrosion crack growth are closely located and their shapes 
are somewhat similar. In the region of the Kmax > KISCC, SCC appears to take place during fatigue 
loading, especially at higher da/dN and more at R = 0.9. 
 
FATIGUE CRACK GROWTH IN STAINLESS STEELS 
 
Figure A-11 shows the da/dN versus ΔK curves, indicating the stress ratio effect, for the four 
stainless steels: HNSS, 13-8Mo, Custom 465, and MLX17. As for the high strength steels, 
raising stress ratio, R, from 0.1 to 0.9, shifts the da/dN versus ΔK curve to the left, increasing the 
da/dN and reducing the ΔKth. At R = 0.9 in 3.5% NaCl solution, the curve levels off or da/dN is 
independent of ΔK in the B regime. The stress ratio effect is more obvious for the Custom 465 in 
3.5% NaCl solution, showing greater separation and shape difference in the da/dN versus ΔK 
curve at R = 0.1 and 0.9.  
 
Figure A-12 indicates the environmental effect on the da/dN variation with ΔK for the four 
stainless steels. (1) HNSS: At R = 0.1 and 0.9 in the A and B regimes, ΔKth is less and da/dN is 
greater in 3.5% NaCl solution than in air. In the C regime, the da/dN versus ΔK curves tend to 
merge in the both environments. (2) 13-8Mo: The da/dN versus ΔK curves nearly overlap at R = 
0.1 and 0.9 in air and 3.5% NaCl solution, except smaller ΔKth and greater da/dN at R = 0.9 in 
3.5% NaCl solution than in air for the A regime. (3) Custom 465: At R = 0.1, the da/dN versus 
ΔK curves nearly overlap in air and 3.5% NaCl solution. However, at R = 0.9, the ΔKth is much 
less in 3.5% NaCl solution than in air, and the da/dN versus ΔK curve in 3.5% NaCl solution 
levels off in the B regime. (4) MLX 17: At R = 0.1 and 0.9, the ΔKth is less in 3.5% NaCl 
solution than in air, the da/dN versus ΔK curve levels off in the B regime in 3.5% NaCl solution, 
and the da/dN versus ΔK curves in the both environments tend to merge in the C regime.  
 
Figure A-13 shows the material effect on FCG in air and 3.5% NaCl solution for the four 
stainless steels. In air, the da/dN versus ΔK curves for 13-8Mo and Custom 465 nearly overlap at 
R = 0.1, those for 13-8Mo, Custom 465 and MLX17 overlap at R = 0.9, and the ΔKth is greatest 
and da/dN is least in the A regime for the HNSS. In 3.5% NaCl solution, the da/dN versus ΔK 
curves for the four stainless steels overlap totally or partly at R = 0.1. The da/dN versus ΔK 
curve of Custom 465 stainless steel is separated from the other three nearly overlapping curves, 
having the lowest ΔKth at R = 0.9.  
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FRACTOGRAPHIC FEATURES 
 
HIGH STRENGTH STEELS 
 
In vacuum and air, at R = 0.1, the fractographic features are relatively similar for the three high 
strength steels, 4340, 300M and AerMet 100; cleavage facets at lower da/dN and enlarged 
cleavage facets and dimples at higher da/dN. At R = 0.9, the number and size of dimple increase 
more with increasing da/dN, figures A-14 and A-15. This observation evidences that, in vacuum 
and air, the cleavage facet is enlarged, the number and size of dimple increase, and the enlarged 
cleavage facets are disintegrated and replaced by dimples more with increasing da/dN and R 
(reference 17). 
 
In 3.5% NaCl solution, at R = 0.1, cleavage facets and some dimples are seen at lower da/dN (or 
da/dt) and enlarged cleavage facets at higher da/dN for the AerMet 100. However, at R = 0.9, 
mixed cleavage and intergranular facets are visible at lower da/dN and mostly dimples at higher 
da/dN for the AerMet 100. More intergranular facets are present at higher da/dN and R = 0.1, 
and mixed cleavage and intergranular facets at lower da/dN and mostly intergranular facets at 
higher da/dN for the 300M (reference 17). On the other hand, mostly intergranular facets are 
present at low and high da/dN and R = 0.1 and 0.9 for the 4340, figure A-16. This observation 
evidences that, in 3.5% NaCl solution: 
 

• Cleavage facets and dimples are seen at lower R and da/dN in more corrosion fatigue 
resistant steel, such as the AerMet 100. However, these fractographic features are 
replaced by mixed cleavage and intergranular facets at higher R and lower da/dN, and 
they are mostly replaced by dimples at higher da/dN. 

 
• In lower corrosion fatigue resistance steels, such as the 300M and 4340, more 

intergranular facets cover the crack surface at low and high da/dN and R (reference 17).  
 
At the beginning of SCC in 3.5% NaCl solution, the fractographic features are predominantly 
intergranular facets for the three steels. At the later stage of SCC, intergranular facets, secondary 
cracks, and dimples are visible. 
 
These observations indicate that the susceptibility to intergranular cracking or grain boundary 
decohesion is greatest for the 4340, somewhat less for the 300M, and least for the AerMet 100 
during fatigue and SCC in 3.5% NaCl solution. Considering the KISCC values of the three steels, 
the least for 4340, slightly greater for 300M, and the greatest for AerMet 100, the greater 
susceptibility to intergranular cracking corresponds to the smaller KISCC or the smaller SCC 
resistance.  
 
The scanning electron microscopy (SEM) fractographs of Ferrium, fatigued in air, show 
striation-bands in the regime of lower da/dN or regime A, striations of greater spacing and small 
patches of dimples in the regime B, and disintegrated striations and more dimples in the regime 
C, figure A-17a, b, and c. Those, fatigued in 3.5% NaCl solution, show corrosion products with 
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mud-cracks covering the fracture surface, figure A-17d, e, and f, indicating the high 
susceptibility of Ferrium to corrosion in 3.5% NaCl solution. 
 
STAINLESS STEELS 
 
The SEM fractographs of 13-8Mo, fatigued in air, show striation patches covering the fracture 
surface in the regime A, striation patches and small number of dimple in the regime B, and few 
striation patches and larger dimples in the regime C, figure A-18a, b, and c. Those, fatigued in 
3.5% NaCl solution, show a few cleavage facets and a small number of dimples in the regime A, 
mostly striations of enlarged spacing in the regime B, and a decreasing number of striation of 
enlarged spacing and more dimples in regime C, figure A-18d, e, and f. 
 
The SEM fractographs of Custom 465, fatigued in air, show striation patches and cleavage facets 
in the regime A, and patches of striation of enlarged spacing and a small number of dimples in 
the regimes B and C, figure A-19a, b, and c. Those, fatigued in 3.5% NaCl solution, show a 
mixture of cleavage and intergranular facets and secondary cracks along grain boundaries in the 
regime A, intergranular facets with corrosion pits and secondary cracks along grain boundaries in 
the regime B and C, figure A-19d, e and f. More corrosion pits are noticeable on the 
intergranular facets in the regime C. 
 
The SEM fractographs of MLX17, fatigued in air, show cleavage facets and striation patches in 
the regime A, decreasing number of cleavage facets and striation patches, and some dimples in 
the regime B, and few cleavage facets, more dimples, and no visible striation in the regime C, 
figure A-20a, b, and c. Those, fatigued in 3.5% NaCl solution, show a few patches of cleavage 
facets in the regime A, striations and cleavage facets in the regime B, and few cleavage facets, 
more dimples and no visible striations in the regime C, figureA-18d, e, and f. 
 



NAWCADPAX/TR-2009/12 
 

10 

CONCLUSIONS 
 
AerMet 100 is the best available high strength and high toughness steel, but it requires better 
corrosion resistance. 
 
The four stainless steels (HNSS, 13-8Mo, Custom 465, and MLX 17) have good corrosion 
resistance, but they require greater strength and toughness for fracture critical components. 
 
 

RECOMMENDATIONS 
 
The following is recommended: 
 

• Development of a stainless steel of  
- YS ≥ 250 ksi 
- UTS ≥ 285 ksi 
- KIC ≥ 100 ksi√in. 
- KISCC ≥ 50 ksi√in. 

 
• Study on cold-work effect of HNSS and Custom 465 stainless steels, and its 

improvement (Reportedly, HNSS and Custom 465 stainless steels have good cold-work 
effect.) 
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APPENDIX A 
FIGURES 

 
 
Figure No. Title 
 
 A-1 Micrographs of High Strength Steels 
 A-2 Micrographs of Stainless Steels 
 A-3 Stress-Life Curves for High Strength Steels 
 A-4 Stress-Life Curves for Stainless Steels 
 A-5 Schematic Curve of da/dN versus ΔK, showing Three Regimes of Fatigue Crack 

Growth 
 A-6 Curves of da/dN versus ΔK, Indicating Stress Ratio Effect 
 A-7 Curves of da/dN versus ΔK, Indicating Environmental Effect 
 A-8 Curves of da/dN versus ΔK, Indicating Material Effect 
 A-9 Ferrium Specimen, Fatigue-Tested in 3.5% NaCl Solution 
 A-10 da/dt versus Kmax or KI Curve for AerMet 100, 300M and 4340 Steels 
 A-11 da/dN versus ΔK Curves, Indicating Stress Ratio Effect, for Stainless Steels 
 A-12 da/dN versus ΔK Curves, Indicating Environmental Effect, for Stainless Steels 
 A-13 da/dN versus ΔK Curves, Indicating Material Effect, for Stainless Steels 
 A-14 da/dN versus ΔK Curves and SEM Fractographs of 300M Steel, Fatigued in 

Vacuum 
 A-15 da/dN versus ΔK Curves and SEM Fractographs of AerMet 100 Steel, Fatigued 

in Air 
 A-16 da/dN versus Kmax and KI Curves and SEM Fractographs of 4340 Steel, 

Fatigued in 3.5% NaCl Solution 
 A-17 SEM Fractographs of Ferrium, Fatigued in Air and 3.5% NaCl Solution 
 A-18 SEM Fractographs of 13-8Mo, Fatigued in Air and 3.5% NaCl Solution 
 A-19 SEM Fractographs of Custom 465, Fatigued in Air and 3.5% NaCl Solution 3 
 A-20 SEM Fractographs of MLX17, Fatigued in Air and 3.5% NaCl Solution 
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